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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the Machine 
Tools Sectional Committee had been approved by the Production and General Engineering Division Council. 

While formulating this standard, considerable assistance has been derived from IMTMAS 25 : 1991 'Specification 
for chip bins for chip conveyor' issued by the Indian Machine Tool Manufacturer Association and manufacturing 
practices followed in Indian Industries. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the final 
value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance 
with IS 2 : 1960 'Rules for rounding off numerical values (revised)'. The number of significant places retained 
in the rounded off value should be the same as that of the specified value in this standard. 
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l SCOPE 



This standard covers the dimensions and other 
requirements of chip bins for chip conveyor. 

2 REFERENCES 

The following standards contain provisions which 
through reference in this text, constitute provisions 
of this standard. At the time of publication, the 
editions indicated were valid. All standards are 
subject to revision and parties to agreements based 
on this standard are encouraged to investigate the 
possibility of applying the most recent editions of 
the standards indicated below: 



IS No. 
513:1994 

2500 
(Parti): 2000 



7369:1983 



Title 

Cold-rolled low carbon steel sheets 
and strips (fourth revision) 

Sampling inspection procedures : 
Part I Attribute sampling plans 
indexed by acceptable quality level 
(AQL) for lot-by-lot inspection {third 
revision) 

Wheels and castors (first revision) 



13214:1991 Machine tools — Ergonomics 

anthropometric terminology 

3 GENERAL REQUIREMENT 

3.1 Chip bin should be neatly finished and perfect 
squareness between adjacent side to be maintained. 
No waviness or welding marks should be visible on 
the chip bin. 

3.2 Chip bin should be leakproof. 

3.3 All sheet metals shall be of type cold rolled carbon 
steel strips (CRCSSA) to IS 5 1 3. 

3.4 The handle of chip bin should be at convenient 
height so that a normal man can handle at without 
difficulty keeping in view requirement given 
in IS 13214. 

3.5 Chip binshall be equipped with two fixed castor 
wheel and two swivelling castor wheel as per IS 7369. 

3.6 If chip bins are meant for applications where 
coolant, oil, etc, are used as a perforated tray should 
be provided at a height of 50 mm above the base with 
provision to drain out liquid/oil, etc. 

4 CLASSIFICATION 

Chip bin shall be classified as follows: 



a) Tilting type chip bins, and 

b) Non-tilting type chip bins. 

5 DIMENSIONS 

5.1 Dimensions of tilting type chip bins shall be as 
given in Table 1. 

5.2 Dimensions of non-tilting type chip bins shall 
be as given in Table 2. 

6 DESIGNATION 

6.1 Tilting type chip bin of capacity 1 .5 m 3 and total 
height 1 280 mm conforming to this standard shall be 
designated as: 

CHIP BIN 15T1280IS 15649 



Capacity of chip bin 
in multiple of 10 



I 



Tilting type Total height 
chip bin of chip bin 



6.2 Non-tilting type chip bin of capacity 0.5 m 3 and 
total height 950 mm conforming to this standard shall 
be designated as: 



CHIPBIN05NO1280IS 15649 

i 



I i , ..... 

Capacity of chip bin Non-tilting Total height 
in multiple of 10 type chip bin of chip bin 

7 TESTS 

7.1 Each chip bin shall be checked for its capacity. 

7.2 Each chip bin should withstand a load of 1 00 kg 
without any visible deformation. 

8 SAMPLING 

8.1 All the chip bins of same designation manufactured 
from the same material under similar conditions of 
production shall be grouped together in a lot. 

8.2 For ascertaining the conformity of the lot, single 
sampling plan with inspection level IV and AQL 
of 2.5 percent as given in IS 2500 (Part 1) shall be 
followed. 

9 MARKING 

Each chip bin shall be marked with the following at 
appropriate place: 

a) Name, address of manufacturer and trade- 
mark, 

b) Designation, 

c) Month and year of manufacturing, and 

d) SI No. 
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SWIVELLING WHEEL 



Dimensions 
Capacity 

m 3 

(1) 


A 

(2) 


B 

(3) 


c 

(4) 


D 

(5) 


E 

(6) 


F 

(7) 


G 

(8) 


H 

(9) 


K 

(10) 


0.1 


600 


600 


780 


675 


500 


90 


110 


200 


130 


0.5 


800 


800 


980 


875 


600 


90 


110 


250 


130 


1.0 


1 000 


1 000 


1 180 


1 075 


700 


110 


130 


300 


130 


15 


1 100 


1 100 


1 280 


1 175 


750 


125 


150 


350 


130 



Table 2 Dimensions for Non-tilting Type Chip Bin 

(Clause 5.2) 
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HANDLE 
FOR CHIP 
BIN 



TANK 



SWIVELLINC WHEEL 



Dimensions 
Capacity 

(1) 


A 

(2) 


B 

(3) 


c 

(4) 


D 

(5) 


E 

(6) 


F 

(7) 


G 

(8) 


H 

(9) 


0.1 


600 


600 


780 


670 


500 


90 


110 


130 


0.5 


800 


800 


950 


770 


600 


90 


110 


130 


1.0 


1 000 


1 000 


1 150 


975 


700 


110 


130 


130 


1.5 


1 100 


1 100 


1 250 


1 075 


750 


125 


150 


130 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of goods and 
attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in any form without 
the prior permission in writing of BIS. This does not preclude the free use, in the course of implementing the 
standard, of necessary details, such as symbols and sizes, type or grade designations. Enquiries relating to 
copyright be addressed to the Director (Publications), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are also reviewed 
periodically; a standard along with amendments is reaffirmed when such review indicates that no changes are 
needed; if the review indicates that changes are needed, it is taken up for revision. Users of Indian Standards 
should ascertain that they are in possession of the latest amendments or edition by referring to the latest issue 
of 'BIS Catalogue' and 'Standards : Monthly Additions'. 

This Indian Standard has been developed from Doc : No. BP03 (313). 
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